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PRIVREMENI UGOSTITELJSKI OBJEKAT SA

dijela kat.par. br. 198 KO Sutorina, Opština Herceg Novi
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GLAVNI PROJEKAT

Mart 2022.god.
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UZ1

UZ2
UZ3

UZ1

PT1 PT2

PT2

PT2

PT3

zvučna izolacija između letvi d=5cm;
vatrootporna OSB ploča tipa 3 d=18mm;

DONJA ZONA ZIDA:
vatrootporna OSB ploča tipa 3 d=18mm;
zvučna izolacija između letvi d=5cm;
vatrootporni gipskarton d=12.5mm;
ljepilo d=0.5cm;
zidna keramika d=1cm;

DONJA ZONA ZIDA:
zidna keramika d=1cm;
ljepilo d=0.5cm;
vatrootporni gipskarton d=12.5mm;
zvučna izolacija između letvi d=5cm;
vatrootporni gipskarton d=12.5mm;
ljepilo d=0.5cm;
zidna keramika d=1cm;

KROVNA KONSTRUKCIJA:
KK1 -  farbani lim brodskog kontejnera;

Termoizolacija d=10cm izmedju drvenih gredica;
parna brana;
vatrootporna OSB ploča tipa 3 d=18mm;

KK2 -  farbani lim brodskog kontejnera;
Termoizolacija d=10cm izmedju drvenih gredica;
parna brana;
vatrootporni gipskarton d=12.5mm;
glet sa rabic pletivom d=0.5mm;
poludisperzija;

86,4905670246,859080

u.j.

s.j.

s.j.

wooden substructure 8/10cm

wooden planks 3/5cm

steel box profile 50/75mm

steel box profile 140/140

larch planks 5/8cm

steel box profile 50/50mm

wooden planks 3/5cm

wooden beams 8/10cm

sea or river 
pebbles

sea or river 
pebbles

NO. AREA Circumference (m') Area (m²)       Floor finish         Ceiling finish     Wall finish

TEMPORARY STRUCTURE OF A CATERING FACILITY

total net area:

total gross area:
TERRACE TO THE TEMPORARY CATERING FACILITY

18,58 15,4701 CATERING PART decking
STORAGE

TOILET drywall paint/cer.
paint/cer.ACCESSIBLE TOILET

OSB 

OSB OSB 

OSB 

ceramic tiles

ceramic tiles

ceramic tiles     drywall

05 TERRACE 35,72 46,46 decking

TOTAL GROSS AREA OF THE CATERING FACILITY WITH THE TERRACE:                  76.18m2

l e g e n d of lines and areas:

deking

floor ceramic tiles

reinforced concrete

thermal insulation

geotextile

waterproofing

container ondulated metal sheet 

gravel area 

external AC unit

internal AC unit

PHYSICAL APPEARANCE OF THE STRUCTURE

FLOOR:

PT1  - WPC floor boards d=21mm;

WPC boards b/h=3/4cm over the existing 
container floor slab;

thermal insulation d=8cm inserted on the 
bottom side of the container between the 
steel strutting;

air interspace;

RC slab d=10cm;

gravel d=10cm;

compacted earth
PT2 -  floor ceramic tiles d=1cm;

glue d=0.5cm;

waterproofing d=0.5cm;

cement screed d=4cm;

PVC foil;
existing foor slab of the container;
thermal insulation d=8cm inserted on the bottom of 
thecont. between the steel strutting;
RC slab d=10 cm
gravel  d=10cm;

compacted earth;

PT3 - WPC floor boards d=21mm;

wooden substructure 4/7cm;

airing interspace d=10cm;

gravel d=10cm;

geotextile;

earth backfill;

FACADE WALL:

planks;
vapour barrier;
fire proof OSB type 3 d=18mm;

FZ1 -  painted container metal sheet;
Thermal insulation d=10cm between wooden 

FZ2 - UPPER WALL AREA:

 DESIGNER: EMPLOYER:

"AGENCY FOR CONSTRUCTION AND DEVELOPMENT OF 
HERCEG NOVI " Ltd. Herceg Novi

"AGENCY FOR CONSTRUCTION AND DEVELOPMENT OF 
HERCEG NOVI " Ltd. Herceg Novi

 Objekat:
Lokacija Igalo br.6 označena kao U.1+T koja se sastoji od

UGOSTITELJSKOM TERASOM

GROUND FLOOR PLAN

Note: All measurements prior to production and installation to be checked on the site.

FZ2 - LOWER WALL AREA (up to h=160cm):

INTERIOR WALL:

UZ1 - vatrootporna OSB ploča tipa 3 d=18mm;

painted container metal sheet;
Thermal insulation d=10cm between wooden
vapour barrier;

 planks 

fire proof drywall d=12.5mm;

net skimming d=0.5mm;

semidispersion;

UZ2 - GORNJA ZONA ZIDA:
vatrootporna OSB ploča tipa 3 d=18mm;
zvučna izolacija između letvi d=5cm; fire 
proof drywall d=12.5mm;
net skimming d=0.5mm;
semidispersion;

UZ3 - GORNJA ZONA ZIDA:
poludisperzija;
glet sa rabic pletivom d=0.5mm;
zvučna izolacija između letvi d=5cm;
fire proof drywall d=12.5mm;net 
skimming d=0.5mm;
semidispersion;

painted container metal sheet;Thermal insulation 
d=10cm between wooden planks
vapour barrier; 
 fire proof drywall d=12.5mm

;wall ceramic tiles d=1cm; glue d=0.5cm
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